
 

Ezy Glide Lift Installation Guide 
Purpose and Overview 
This guide outlines the recommended steps for planning, preparing, and executing the installation of the 

Ezy Glide Lift to ensure optimal outcomes. Ezy Lifts & Elevators will supply all the necessary drawings for 

constructing the lift pit. 

Pre-Delivery and Lift Components 
Before dispatch, the Ezy Glide Lift will be assembled and tested. It will arrive at the site as a flat pack, 

ready for installation, and will include the following components: 

• 2-stage hydraulic ram 

• Electric door strikes and door handles 

• External lift call buttons for each floor 

• Pre-wiring kit (to be installed before fitting the lift shaft lining) 

• RHS lift platform coated with black enamel 

• RHS lift car frame 

• 2-piece RHS wall mount frame 

• 20mm plywood floor and rear board, cut to fit shaft dimensions 

• Lift button panel (inside the lift) 

• Control panel 

• Hydraulic power pack with cupboard 

• Hydraulic hoses, sized for the run from the power pack to the cylinder 

• Connection box for mounting on the pit floor 

• 4 Ezy Glide guides 

Builder’s Scope of Work 
• Excavate and level a pit floor 400mm deep. 

• Frame lift shaft at the edge of the pit. 

• Install lift shaft lining that is firm and resistant to damage. Suitable materials include 16mm MDF 

(primed and finished in gloss or semi-gloss), prefinished melteca, or plywood. The lining should 

extend 150mm down into the pit. 

• Maintain appropriate shaft tolerances: avoid tight spots that could cause jamming, and prevent 

excessive looseness that could cause wobbling. Allow for ±12mm tolerance in horizontal internal 

measurements. 

• Install doors and related works. Doors should be flush with the inside of the shaft; vision panels 

are generally not used for residential applications. 

• Fit electric door strikes, call buttons, and door handles. 



   

 

Ezy Lifts & Elevators and 
Northern Automotive Truck & 
Tractor 

11 Marshall Road 
Phone 07 5490503 

Katikati 3129 

 

Site Electrician’s Scope of Work 
• Run pre-wiring (provided) from door locks and call button locations back to the control cabinet 

site via the connection box. 

• Install a double single-phase outlet in the machine room or where the control cabinet, motor, 

and pump will be placed. 

• Provide a dedicated 15-amp lift circuit. 

• If needed, add air vents in the doors and ceiling, as close tolerances can create air pressure that 

may pop open doors. 

• Install independent lift shaft lighting in the ceiling. 

• Fit door latches and switches supplied by Northern Automotive. 

• A registered electrician must install, position, and run wiring back to the lift controller prior to 

lining the lift shaft, typically near the motor and pump. 

Testing and Delivery 
The lift will be fully tested in the workshop before delivery. It will be shipped as a flat pack and can be 

connected to a 15-amp supply once the lift limit switches and call buttons are properly set and 

connected to the control panel. 

Note: Although Ezy Lifts & Elevators does not include electrical services in the package, they can 

recommend an electrician upon request. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

  


