
 

Ezy P Lift Installation Guide 
This is a guide to ensure that the planning, preparation and execution is carried out in such a 

manner and sequence to achieve the best possible result.  

• Ezy Lifts & Elevators will provide drawings required to build the lift pit and hydraulic ram hole. 
 

• The Ezy P Lift will be set up and tested prior to dispatch and will arrive to site in a flat pack ready 
for the client to install, containing the following items: 
 
a) Cylinder Mounting tube 
b) Hydraulic Cylinder built to suit the floor travel 
c) Electric door strikes and door handles  
d) External lift call buttons to position on each floor 
e) Pre-wire kit that will need to be installed prior to fitting lift shaft lining 
f) Angle Lift platform painted black enamel 
g) Spring loaded guide wheels 
h) 20mm Plywood floor cut to suit lift shaft internal dimensions 
i) Lift button panel (inside lift) - colour to be confirmed 
j) Control Panel 
k) Hydraulic Power Pack plus cupboard 
l) Hydraulic Hoses manufactured to run from the power pack to the hydraulic cylinder 
m) Connection Box to be mounted on pit floor 

Builders Scope of Work 

• Bore 250mm diameter hole in center of pit, place 150mmØ PVC lining with end cap on bottom, 
back fill and concrete top 150mm.  
 

• Depth needs to be some 200mm longer than floor to floor travel. Depth measurement taken 
from pit floor. 
 

• Placement vertical to within + or – 5 or 6mm. 
 

• Location in center of pit. 
 

• Pit floor 400mm deep and level. 
 

• Lift shaft framing – at edge of pit 
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• Lift shaft lining needs to be firm and stable capable of resisting knocks and dents, e.g: 16mm 
MDF primed and finished in gloss or semi-gloss. Alternatively use a prefinished surface such as 
melteca, or plywood.  Lining to go down inside pit some 150mm. 
 

• Avoid tight spots. As platform will jam and is loose it may wobble i.e: + or – 2mm is also toler-
ance. For horizontal dimensions of all internal measurements.  
 

• Doors and work associated with doors. Doors need to be flush with the inside of the lift shaft. 
Vision panels are not normally used in a domestic situation. 
 

• Fit Electric door strikes, call buttons and door handles. 

Site Electrician Scope of Work 

• Site electricians are required to run the prewire i.e. Run cables from door locks and call buttons 
positions back to where control cabinet will be situated via the connection box, this cable will be 
provided as part of the first electrical package.  
 

• Double single-phase outlet in machine room or place where control cabinet, motor and pump 
are to be mounted. 
 

• Dedicated lift circuit 15amp supply. 
 

• In some cases, air vents may be required in doors and ceiling. Close tolerances create a pressure 
cylinder that may pop doors.  
 

• Lift shaft light in ceiling independent of lift. 
 

• Fit door latches and switches, supplied by Northern Automotive. 
 

• Registered electrician to supply, place and run wire back to lift controller prior to lining the lift 
shaft, which is usually placed alongside motor and pump. 
 

• The lift will be workshop tested prior to delivery and dispatched as a flat pack, ready to plug into 
a 15amp supply once the lift limit switches have been set and together with the call buttons 
connected to the control panel. 

Note: Although no allowance has been made to provide an electrician, Ezy Lifts & Elevators 
can recommend an electrician if required. 

 
 


